# Double-Leaf Door Specifications

<table>
<thead>
<tr>
<th>Door No.</th>
<th>Door Swing (Active Leaf)</th>
<th>Window Option</th>
<th>Installation Option</th>
<th>Clear Opening Width</th>
<th>Clear Opening Height</th>
<th>Rough Opening Width</th>
<th>Rough Opening Height</th>
<th>Wall Thickness</th>
</tr>
</thead>
</table>

## Door Swing

**Left Hand**
- Active Leaf: Inside
- Inactive Leaf: Outside
- LH

**Right Hand**
- Active Leaf: Inside
- Inactive Leaf: Outside
- RH

**Left Hand Reverse**
- Active Leaf: Outside
- Inactive Leaf: Inside

**Right Hand Reverse**
- Active Leaf: Outside
- Inactive Leaf: Inside

## Hardware Schedule

<table>
<thead>
<tr>
<th>Hardware Item</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Hinges</td>
<td>MFG. Standard Cam-Lever Hinges (2 per leaf)</td>
</tr>
<tr>
<td>Surface Bolts</td>
<td>MFG. Standard Surface Mounted Slide Bolts (Top &amp; Bot, Inactive Leaf)</td>
</tr>
<tr>
<td>Door Bottom</td>
<td>MFG. Standard Teflon Coated Compression Seal</td>
</tr>
<tr>
<td>Head/Gamb Seals</td>
<td>MFG. Standard Double Magnetic Seals</td>
</tr>
</tbody>
</table>

## Notes:

**STC-48**

**DL-Door Specifications**

**Project:**

**Submitted By:**

**Date:**

**Approved By:**

**Date:**

**Noise Barriers, LLC**

2001 Kelley Court
Libertyville, IL 60048
Phone: 847-843-0500
Fax: 847-843-0501
www.noisebarriers.com